
COMMUNICATIONS RECEIVER

Actual Size

0.1〜2599.99998MHz* LSB/USB/CW/AM-N/AM/WAM/FM-N/WFM
All-Mode Wide-Band Receiver

 *Cellular blocked
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Frequency Range: 0.1 �Å 2599.99998 MHz
                               (Cellular Blocked)
Receiving Modes: CW/LSB/USB/AM/AM-N/
                                  WAM/FM-N/WFM
Antenna Impedance: 50 �6  unbalanced,
                               450 �6  unbalanced
Channel Steps:    Main Band
  LSB/USB/CW: 20 Hz/100 Hz/500 Hz/1 kHz/5 kHz
  AM-N/AM/WAM:1/5/9/10/20/25/50/100/500 kHz
  FM-N: 5/6.25/10/12.5/20/25/50/100/500 kHz
  WFM: 10/50/100/500 kHz
                              Sub Band
  AM   : 1/5/9/10/20/25/50/100/500 kHz
  FM-N: 5/6.25/10/12.5/20/25/50/100/500 kHz
Memory Channels: 
�yRegular Memories: 2000 Channels
  �yPS "PreSet"  Memories: 5 Channels
Operating Temp. :  -10 �ò  �Å + 50 �ò
Sensitivity: 0.2 �Å0.49998 MHz
                     SSB/CW  4.8 �BV (10 dB S/N)
                     AM  10.8 �BV (10 dB S/N)
                  0.5 �Å1.79998 MHz
                     SSB/CW  1.0 �BV (10 dB S/N)
                     AM  4.0 �BV (10 dB S/N)
                 1.8 �Å3.99998 MHz
                     SSB/CW  0.6 �BV (10 dB S/N)
                     AM  2.5 �BV (10 dB S/N)

                  4.0�Å29.99998 MHz
                      SSB/CW  0.3 �BV (10 dB S/N)
                      AM  1.1 �BV (10 dB S/N)
                  28.0 �Å29.99998 MHz
                       FM-N  0.35 �BV (12 dB SINAD)
                  30.0 �Å1999.99998 MHz
                      SSB/CW  0.3 �BV (10 dB S/N)
                      AM  1.2 �BV (10 dB S/N)
                       FM-N  0.45 �BV (12 dB SINAD)
                      WFM  1.5 �BV (12 dB SINAD)
                  2000.0 �Å2599.99998 MHz
                      SSB/CW  0.5 �BV (10 dB S/N)
                      AM  1.8 �BV (10 dB S/N)
                      FM-N  0.8 �BV (12 dB SINAD)
Conducted Spurious Emissions: 
                      Less than -54 dBm
Supply Voltage:  DC 13.5V �â 15 %
Current Consumption: 
                      0.7 A (@ audio output 1 W)
Audio Output:  At least 1 W @ 8 �6
Audio Output Impedance: 8 �6
Case Size: 7.1"x 2.8"x 8.0" (W x H x D) w/o knob
                  (180 x 70 x 203 mm )
Weight:   Approx. 1.9 kg

Specifications are subject to change without notice.

Supplied Accessories
��  AC Adapter PA-28B/C*�y  �� DC Power Cord
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About this brochure: we have made this brochure as comprehensive and factual as possible. We reserve the right, however, to make changes at any time in equipment, optional accessories, 
specifications, model numbers, and availability. Some accessories shown herein may not be available in some countries. Some information may have been updated since the time of printing; 
please check with your Authorized Yaesu Dealer for complete details.
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*B: 117 VAC / C: 230�Å240 VAC
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